Slimline PROTECTOR

Slimline
COLUMN
PROTECTOR

Suitable for:

Areas of
Limited Space

Mezzanine
Floors

Smaller
Columns

PART NO. CP 100 - 4”

110mm
(47)

Size: 4" Square (10cm Square)

Fits Square: Up to 4" (10cm)

110mm (4”)

Fits H: Up to 4" x 4" (10 x 10cm)

Fits Round Column: Up to 4" (10cm) Diameter

Overall Size: 1 mts x 390mm x 435mm (at widest pt.) Double Column Protection

PART NO. CP 150 - 6"

160mm
(67)

-/

Size: 6" Square (15¢cm Square)

Fits Square: Up to 6" (15cm)

160mm
(6”)

Fits H: Upto 6" x 6" (15 x 15cm)

Fits Round Column: 6" (15cm) Diameter

Overall Size: 1 mts x 390mm x 435mm (at widest pt.)

Suitable For Circular,

Rectangular or Square
Columns

Specification

Height 1 mtr (39”’) x 435 mm x 350 mm. Weight 10 kg

Product is made from linear low density polythylene (LLPE)

ADD"GARDS

COLUMN

I: Ia ()-I- IE (’-I-() Ia Overall Diameter: 60cm

PART NO. CP 200 - Up to 20cm x 20cm

210mm
(8")

160mm
(6]

Size: 6" Square (15cm Square)
Fits Square: Up to 6" (15cm)

Fits H: Up to 6" x 6" (15 x 15cm)

Fits Round Column: Up to 6" (15cm)

Diameter

Overall Diameter: 60cm

210mm
(8")

Size: 8" Square (20cm Square)
Fits Square: 6" (15cm) to 8" (20cm)
Fits H: 6" (15cm) to 8" x 8" (20 x 20cm)

Fits Round Column: 6 (15cm) to 8 (20cm)
Diameter

PART NO. CP 300 - Up to 30cm x 30cm

260mm (107

Size: 10" Square (25cm Square)

Fits Square: 8" (20cm) to 10" x 10"

Fits H: 8" (20cm] to 10" xn 10" (25

Fits Round Column: 8" (20cm) to 10" (25cm)

Diameter

Specification

310mm (127)

260mm 310mm
(107) (127)
Size: 12" Square (30cm Square)
"(25x 25cm)  Fits Square: 10" (25cm) to 12" (30cm)
x 25¢m) Fits H: 10" (25cm) to 12" x 12" (30 x 30cm)

Fits Round Column: 10" (25cm) to 12" (30cm)
Diameter

Height 1.1 mts (43"’) Diameter 600 mm (24”) Weight 23 kg

Product is made from linear low density polythylene (LLPE)
Stress crack resistance; 550 hrs per ASTM D-1693 (110% LGEPAL)

UV Stabilised (suitable indoors and outdoors)

ADD-_GARDS

Rectangular Column

Double Height Protection

Wall Thickness 6.4mm (1/4”)
Ten sile strenght at yield 17.3 mpa (ASTM D-638)




